
LHAAP-27 and 54 - Well Contruction Data and Comparison of 2009 and 2012 SWL
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27WW01 4.0 SS 0.01 17 27 10 27 11.80 16.38 -4.58

27WW02 4.0 SS 0.01 7 17 10 17 3.20 10.15 -6.95

27WW03 4.0 SS 0.01 8 18 10 18 4.21 11.32 -7.11

27WW04 4.0 SS 0.01 7 17 10 17 3.93 9.60 -5.67

131 2.0 8 23 15 23 7.25 12.93 -5.68

132 2.0 9 24 15 24 6.75 11.78 -5.03

18WW01 4.0 SS 0.01 97 107 10 109 28.85 31.10 -2.25

18WW16 4.0 SS 0.01 21 31 10 32 29.3 31.39 -2.09

MW127 2.0 10 25 15 25 13.97 16.68 -2.71

MW128 2.0 17.5 32.5 15 32.5 19.49 21.81 -2.32

Notes:

  Well construction data (screen material, slot size, depths) taken from well logs

  Monitoring wells 127, 128, 131 and 132 have 2-in PVC well casings - all other wells have 4-in stainless steel casings

  Screen material and slot size for monitoring wells 127, 128, 131 and 132 are undetermined

  2012 SWL measured prior to well development (from TechLaw Trip Report, 2012)
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